
D A HUGHES FORESTRV 

PFANZELT PROFI-UNE 

THE Pfanzelt Profi-line forwarding trailer from Germany's 

largest manufacturer of forestry equipment sits in between 

the S-line and the Log-line models. The Profi offers off-road 

payloads from 9 to 15 tonnes. For !arger payloads up to 17 

tonnes, users should look to the Log-line range. 

The Profi is a professional heavy-duty trailer built using 

fine-grained steels and a strong central tubular frame. The 

single frame provides better absorption of the crane's lifting 

forces, as weil as giving maximum stability and improved 

ground clearance. 

All Pfanzelt's timber trailers come fitted with a wide-angled 

steering drawbar via two robust pistons, easily mechanically 

locked as needed. The bogie axles provide for a wide travel· 

angle up to 394 mm, for safer travel over rough terrain as 

weil as a more even distribution of ground pressure. 

The ability to slide the trailer's axles allows the user 

flexibility on carrying of timber lengths, while gaining 

optimum weight distribution. An extendable rear frame can 

also increase the loading area by up to 2 metres if required. 

A range of fast and powerful 84-class loading cranes are 

available, with reaches up to 10 metres and a hoisting force 

of 7 metres. 

Space-saving A-frame stabilisers give optimum parking 

stability, allowing the operator to get close to timber stacks. 

With consideration to the high design specification and 

build quality, Pfanzelt trailers have an excellent price-to­

performance ratio. 

Contact D A Hughes Forestry on 01691 882138 or visit 

www.dahughesforestry.co.uk. 
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