
S-line forwarding trailers
Technical details at a glance

An optional crane floodlight turns night 
to day and reliably illuminates the grip-
per zone.

The electrically actuated quick-action 
valve, supplied as standard, ensures 
rapid telescopic extension of simple tele-
scopic booms.

Protected from damage, the telescopic 
cylinder is installed inside.  

Equipped as standard with a powerful 
flange rotator and on request also with 
a double pendulum brake.

Various grippers for every application: 
Double clamshell bucket, 4-finger grab, 
earth grab  

Screwed Double frames prevent 
fatigue cracks, as they occur in welded 
designs.

Folding lighting units with LED technol-
ogy for protection against damage in 
the forest.  

The different braking systems offer 
safety when driving in the forest and on 
the road.

The Power-Link System guarantees 
agile crane work, greater reach and 
lifting power. 

Lubricating, adjustable spherical 
plain bearings guarantee the straight 
axle run. 

Massive and robust front grilles for 
optimum safety during crane operation 
and when driving on public roads.

A one-man system for mechanically 
locking the steerable draw bar when 
driving on public roads.

Space saving A-column stabilisers 
with concealed cylinders ensure a high 
degree of stability when parking.

Steering drawbar for top and bottom 
hitching with protected axial piston 
pump (up to 350 bar).  

Very stable and powerful four-cylinder 
slewing gear made of cast iron with a 
high swivel torque. 

The large oil storage tank is installed in 
a way that it is protected from damage, 
and impairment of the field of vision is 
prevented. 

Operating console with non-slip stand-
ing plate, ladder and back support for 
optimum working safety.

Ergonomic operation via joystick con-
trol or control panel for cable and wire-
less control.

The hydraulic hoses are run in a hose 
shaft to protect the user at the operat-
ing console.

Protected against damage during load-
ing, the piston rod is installed behind 
the front grille.  

The crane is designed according to the 
Crane load class B4for continuous 
dynamic load.  

Rotary transmissions maximise the 
functional safety and service life of the 
hydraulic hoses.

A system on protected hoseson the 
complete crane ensures minimum 
downtime.  

The chainsaw and canister are stored 
neatly and safely. There is space for 
small materials in the toolbox.

Gentle and safe driving in mountainous 
terrain is made possible by uniDRIVE 
wheel drive.


